
27.00m T.A.W.

Vergelijkingsvlak

PRD4

Best. maaiveld

Tussenafstand
-

5
.0

0

-
4
.0

0

-
3
.0

0

-
2
.0

0

-
1
.0

0

0
.0

0

1
.0

0

2
.0

0

3
.0

0

4
.0

0

5
.0

0

6
.0

0

7
.0

0

8
.0

0

9
.0

0

1
0
.0

0

1
1
.0

0

1
2
.0

0

3
0
.0

1

3
0
.0

0

2
9
.9

9

2
9
.9

7

2
9
.9

4

2
9
.9

2

3
0
.0

2

3
0
.0

2

3
0
.0

3

3
0
.0

7

3
0
.0

7

3
0
.0

5

3
0
.0

4

3
0
.0

2

2
9
.7

5

2
9
.1

7

2
9
.0

6

2
8
.9

6

2
8
.8

5
1
3
.0

0

Nieuw maaiveld

3
0
.0

7

3
0
.0

5

3
0
.0

4

3
0
.0

2

2
9
.7

5

2
9
.1

7

2
9
.0

6

2
8
.9

6

2
8
.8

5

3
0
.4

3

3
0
.4

3

3
0
.4

3

-
6
.0

0
2
9
.9

3
2
9
.9

3

-
7
.0

0
2
9
.9

4
2
9
.9

4

-
8
.0

0
2
9
.9

6
2
9
.9

6

-
9
.0

0
2
9
.9

7
2
9
.9

7

-
1
0
.0

0
2
9
.9

9
2
9
.9

9

-
1
1
.0

0
3
0
.0

0
3
0
.0

0

3
0
.3

3

3
0
.2

3

3
0
.1

3

3
0
.0

3

3
0
.3

3

3
0
.2

3

3
0
.1

3

10M0 1M 5M

 1:100SCHAAL 

Hoogtepeilen in TAW (m)

28.76

0.00

effluentleiding Ø1000 beton

bestaand maaiveld

nieuw maaiveld

10/1

0
.5

4

10/1

BA_RIO RWZI23339_PRD_N_2 Effluentcollector


