
Atelier Peter Zumthor
Triple Living

Tower Zero Antwerp

Section A-A
1:100
23.12.2021 km

+7.5m TAW 
= +-0.00 of project

87.5m TAW maximum height 
incl. elevator overhead and technical installations

Basement -1: 250cm and 285cm (technical zone) for MEP (hp 29.11.21)

210 minimum clear height by law

Basement -2: 90cm for MEP (hp 29.11.21) 25
0

30
0

75
50

55
15

0

90

21
0

21
0

25
0

plant room

ramp
to -1 32

0

430

53
0

610

new squarecafé  shops/
ateliers

70
0

62
0lobby

80
00

30
0

11
76

hp engineers - 29.11.21
Ducting on ceiling -2 to avoid openings in pillars on GFL (request APZ)
and no big openings under ground floor slab (request Rolf)
Basement -1 
- total height 2.85m for technical zone 
- parking area (cars and bikes) and storage can be 2.50m
Basement -2
90cm under ceiling for pipes and ducts for distribution to pillars
> impact on heights parking garage to be looked at by COLT (smoke and heat exhaust)
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Staircase Ground floor to -1
FFL - FFL : 455 cm =26 risers
Rise : 17.5 cm (max 18 cm)
Going : 24 cm  
Pitch : 36.1o (max 37o)
2 x rise + going = 57-63cm
2 x 17.5cm + 24 cm = 59 cm

Staircase -1 to -2
FFL - FFL : 350 cm = 20 risers
Rise : 17.5 cm (max 18 cm)
Going : 24 cm  
Pitch : 36.1o (max 37o)
2 x rise + going = 57-63cm
2 x 17.5cm + 24 cm = 59 cm

Staircase  17th floor to 18th floor
FFL - FFL : 360 cm = 20 risers
Rise : 18 cm (max 18 cm)
Going : 24 cm  
Pitch : 36.87o (max 37o)
2 x rise + going = 57-63cm
2 x 18 cm + 24 cm = 60 cm

Staircase  1st floor to 17th floor
FFL - FFL : 342 cm = 19 risers
Rise : 18 cm (max 18 cm)
Going : 24 cm  
Pitch : 36.87o (max 37o)
2 x rise + going = 57-63cm
2 x 18 cm + 24 cm = 60 cm

Staircase box girder to 1st floor
FFL - FFL : 324 cm = 18 risers 
Rise : 18 cm (max 18 cm) 
Going : 24 cm  
Pitch : 36.87o (max 37o)
2 x rise + going = 57-63cm
2 x 18 cm + 24 cm = 60 cm

Staircase groundfloor to box girder
FFL - FFL : 1206 cm = 67 risers 
Rise : 18 cm (max 18 cm) 
Going : 24 cm  
Pitch : 36.87o (max 37o)
2 x rise + going = 57-63cm
2 x 18 cm + 24 cm = 60 cm
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80m
priority elevator
Elevator Kone  Monospace 700-1

Overhead Elevator
from FFL

Elevator roof build up (min.)

Floor 18       veranda - bathroom tower - bedroom
Floor 1 - 17  veranda - bathroom tower - bedroom
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Escape route from
emergency stop
priority elevator 
in box girder to
outside staircase

Belgian national 
fire code: 
Maximum distance
between elevator 
stops priority 
elevator = 700 cm
regular elevator 
= 1100 cm
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Floor 18        loft living - veranda
Floor 1 - 17  living - eating/kitchen - veranda
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